
 
 

Working together  
for a safer world 

 

Notice No.1 
 

Rules and Regulations for the 
Classification of Ships, July 2018 
 
 
 
 
The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately.  
 
Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety.  
 
 

Issue date: July 2018 
 

Amendments to Effective date 
IACS/IMO implementation 

(if applicable) 
Part 3, Chapter 13, Section 10 Corrigenda N/A 
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Part 3, Chapter 13  
Ship Control Systems  

 
 
■ Section 10 
 Anchoring equipment in deep and unsheltered water 
 
10.3 Anchor windlass and chain stopper 
 
(Part only shown) 
Table 13.10.1 Anchoring equipment for ships in unsheltered water with depth up to 120 m 

Equipment Number 
EN1 

High holding power stockless bower 
anchors Stud link chain cable for bower anchors 

Exceeding 
Equal to or greater 

than 

Not exceeding 
Less than 

Number Mass per anchor 
(kg) 

Length 
(m) 

Min. diameter 

Special quality 
(Grade U2) 

(mm) 

Extra special 
quality  

(Grade U3) 
(mm) 

2530 
2700 
2870 

2700 
2870 
3040 

2 
2 
2 

15900 16300 
15800 16700 
15700 17000 

990 
990 
990 

105 
105 
105 

84 
84 
84 

3040 
3210 
3400 

3210 
3400 
3600 

2 
2 
2 

15600 17600 
15500 18000 
15400 18300 

990 
990 
990 

105 
105 

105 106 

84 
84 
84 

3600 
3800 
4000 

3800 
4000 
4200 

2 
2 
2 

16600 19000 
17800 19700 
18900 20300 

990 
962,5 
962,5 

107 
107 108 

111 

87 85 
87 
90 

4200 
4400 
4600 

4400 
4600 
4800 

2 
2 
2 

20100 21100 
22000 

22400 22900 

962,50 
962,50 
962,50 

114 
117 

120 119 

92 
95 
97 

4800 
5000 
5200 

5000 
5200 
5500 

2 
2 
2 

23500 
24000 
24500 

962,5 
935 

907,5 

124 122 
127 125 
132 130 

99 
102 

107 105 

5500 
5800 
6100 

5800 
6100 
6500 

2 
2 
2 

25000 
25500 

25500 25700 

907,5 
880 
880 

132 133 
137 

142 140 

107 
111 

114 113 

6500 
6900 
7400 

6900 
7400 
7900 

2 
2 
2 

26000 
26500 
27000 

852,5 
852,5 
825 

142 143 
147 
152 

117 115 
117 118 
122 121 

7900 
8400 
8900 

8400 
8900 
9400 

2 
2 
2 

27000 27500 
27000 28000 
27000 28900 

825 
797,5 
770 

 – 154 
– 158 
– 162 

127 123 
127 
132 

9400 
10000 
10700 

10000 
10700 
11500 

2 
2 
2 

27000 29400 
27000 29900 
27000 30600 

770 
770 
770 

– 
– 
– 

137 135 
142 139 
142 143 

11500 
12400 
13400 
14600 

12400 
13400 
14600 

2 
2 
2 
2 

29500 31500 
31500 33200 
34500 35000 

38000 

770 
770 
770 
770 

– 
– 
– 
– 

147 
152 
157 
162 
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